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ABSTRAK 

 Pada pembangun infrastruktur pada zaman sekarang laju perkembangan 
dalam dunia industri berkembang dengan cepat. Pada perkembangan 
pembangunan, penting untuk kita memikirkan bahan bangunan yang relatif 
murah dan mudah didapatkan dengan memanfaatkan material -material yang 
terdapat di sekitaran kita yaitu sampah plastik. Sehingga pada penelitian ini 
menggunakan plastik polypropylene sebagai pengganti sebagian agregat kasar 
pada pembuatan beton. Penelitian ini bertujuan untuk mengetahui kuat tekan 
beton dengan menggunakan bahan dasar plastik polyperopylene sebagai 
pengganti sebagian agregat kasar pada beton. 

 Penelitian ini dilakukan dengan uji experimental dengan menggunakan 
plastik polypropylene sebagai pengganti sebagian agregat kasar dengan 
berbagai subtitusi yaitu 40%, 50%,dan 60%, dengan perencanaan campuran 
menggunakan SNI 7656-2012, dengan menggunakan benda uji berbentuk  
silinder ukuran 10cm x 20cm, jumlah benda uji sebanyak 48 buah, pengujian 
kuat tekan dilakukan pada umur 3,7,14 dan 28 hari dengan kuat rencana beton 
25 Mpa. 

 Dari pengujian kuat tekan beton normal pada umur 3 hari diperoleh nilai 
(2.55 Mpa), umur 7 hari (4.7 Mpa), umur 14 hari (8.7 Mpa), umur umur 28 hari 
(14.86 Mpa), sedangkan pada pengujian kuat tekan beton yang mengunakan 
plastik polypropylene (40%) pada umur 3 hari diperoleh nilai (2.33 Mpa), umur 7 
hari (3.81 Mpa), umur 14 hari (6.78 Mpa), umur 28 hari (10.18Mpa), pada 
pengujian kuat tekan beton yang mengunakan plastik polypropylene (50%) pada 
umur 3 hari diperoleh nilai (2.12 Mpa), umur 7 hari (4.24 Mpa), umur 14 hari (5.94 
Mpa), umur 28 hari (8.7 Mpa), pada pengujian kuat tekan beton yang 
mengunakan plastik polypropylene (60%) pada umur 3 hari diperoleh nilai (1.7 
Mpa), umur 7 hari (3.9 Mpa), umur 14 hari (5.09 Mpa), umur 28 hari (7.64 Mpa). 
Maka dapat disimpulkan pengujian kuat tekan beton pada umur 28 hari dengan 
subtitusi (40%) mengalami penurunan sebesar 31,5%, subtitusi (50%) 
mengalamai penurunan sebesar 41,5%, subtitusi (60%) mengalami penurunan 
sebesar 48,6%. 

 

Kata kunci : Plastik polypropylene, kuat tekan. 
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ABSTRACK 

In today's infrastructure development, the pace of development in the 
industrial world is growing rapidly. In development developments, it is important 
for us to think about building materials that are relatively cheap and easy to 
obtain by utilizing materials found around us, namely plastic waste. So this 
research uses polypropylene plastic as a partial replacement for coarse 
aggregate in making concrete. This research aims to determine the compressive 
strength of concrete by using polyperopylene plastic as a partial replacement for 
coarse aggregate in concrete. 

This research was carried out with experimental tests using polypropylene 
plastic as a partial replacement for coarse aggregate with various variations, 
namely 40%, 50% and 60%, with mixture planning using SNI 7656-2012, using 
cylindrical test objects measuring 10cm x 20cm, total 48 test specimens, 
compressive strength tests were carried out at ages 3, 7, 14 and 28 days with a 
concrete design strength of 25 Mpa. 

From the normal concrete compressive strength test at 3 days old the 
value was (2.33 Mpa), 7 days old (4.7 Mpa), 14 days old (8.7 Mpa), 28 days old 
(14.86 Mpa), while in the concrete compressive strength test using polypropylene 
plastic (40%) at 3 days old obtained a value of (3.81 Mpa), 7 days old (3.81 Mpa), 
14 days old (6.78 Mpa), 28 days old (10.18Mpa), in testing the compressive 
strength of concrete using polypropylene plastic (50%) at the age of 3 days the 
value obtained was (2.12 Mpa), at the age of 7 days (4.45 Mpa), at the age of 14 
days (5.94 Mpa), at the age of 28 days (8.7 Mpa), in testing the compressive 
strength of concrete using polypropylene plastic (60 %) at 3 days old the value 
obtained was (1.7 Mpa), 7 days old (3.9 Mpa), 14 days old (5.09 Mpa), 28 days 
old (7.64 Mpa). So it can be concluded that testing the compressive strength of 
concrete at 28 days with substitution (40%) experienced a decrease of 31.5%, 
substitution (50%) experienced a decrease of 41.5%, substitution (60%) 
experienced a decrease of 48.6% . 

 

Keywords: Polypropylene plastic, compressive strength. 
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